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Welding Jackets itne oot [

Miller jackets are designed to perform in industrial welding
environments, with a variety of materials to keep welders
safe in any application. Quality construction and materials
combine for an ideal fit that encourages welders to keep
their personal protective equipment (PPE) on, increasing
compliance and performance.

Classic Cloth Jacket

Indura® Cloth Jacket

WeldX" Jacket Combo Jacket

Split Leather Jacket Grain Leather Jacket
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Welding Jackets

&

Grain Leather

e Top-grain pigskin leather

 Withstands sparks and spatter for extreme,
long-term industrial use

* “Expandable” leather strategically placed for
optimal mobility

e Satin lining increases comfort

 Sewn entirely with Kevlar® thread, adding
structural durability at each seam

W

Combo

* Perfect mix of top-grain leather and Indura®
flame-resistant cotton, providing additional
protection in high-exposure areas

¢ 9-ounce Indura® flame-resistant cotton
(flame resistance guaranteed for life of jacket)

* Pre-shrunk fabric eliminates sleeve shrinkage,
increasing overall protection

Split Leather
e Premium pig split leather

« Extended rear tail for additional protection
 “Expandable” leather strategically placed for

optimal mobility

¢ Mesh lining for comfort and breathability
* Sewn entirely with Kevlar® thread, adding

structural durability at each seam

Indura® Cloth

D

¢ 9-ounce Indura® flame-resistant cotton

(flame resistance guaranteed for life of jacket)
¢ Pre-shrunk fabric eliminates sleeve shrinkage,

increasing overall protection

WeldX"— A Miller Exclusive
e 7-ounce WeldX fabric
* Extreme flame-resistant properties won’t burn,

melt, ignite or shrink— repelling sparks,
spatter and other molten metals

* Chromium free for easy disposal

* Machine washable, retains flame-resistant
properties

* Finished hems and reinforced stitching for
enhanced durability

D

Classic Cloth

* |deal for everyday use

* 9-ounce flame-resistant navy cotton

* Pre-shrunk fabric eliminates sleeve shrinkage,
increasing overall protection

* Finished hems and reinforced stitching for
enhanced durability



Welding Apparel

Leather Bib/Apron 231125
o Attaches to combo jacket with snaps across the
chest as a bib or along the bottom as an apron

Combo Sleeves 231096
* Indura® flame-resistant cotton/top grain leather
e 21-inch (533 mm) length

9

Classic Cloth Apron

247149

e 35-inch length
with accessible
front pocket

e Adjustable
drawstring
ensures a
good fit

Select Your Fabric

Classic Cloth Sleeves 247148
e 18-inch length

* Fold-in sleeve snaps

e Upper arm elastic band

Fabric Description Cost Durability Protection Level

Grain Leather Top-grain pigskin leather withstands sparks and spatter for long-term $5$$$ seooe Heavy-duty
industrial use.

Split Leather Premium pig split leather with “expandable” leather strategically placed $5$$ sccee Heavy-duty
for added mobility.

WeldX™ Extreme flame-resistant properties won’t burn, melt, ignite or shrink — $5$$ seoe Medium-duty
repelling sparks, spatter and other molten metals.

Combo Perfect mix of top-grain leather and Indura® flame-resistant cotton, $5$ (X Medium-duty
providing additional protection in high-exposure areas.

Indura® Cloth The Indura brand name is derived from “industrial durability”. Indura is $$ oo Light-duty
a 100 percent cotton flame-resistant fabric, guaranteed for the life of the
garment. Indura will self extinguish and will not ignite, but it can burn.

Classic Cloth Ideal for everyday use. Nine-ounce flame-resistant pre-shrunk fabric $ o Light-duty

features quality material without compromising your bottom line.

Q) vitler



Ordering Information

Welding Jackets

Grain Leather Jacket

Split Leather Jacket

WeldX™ Jacket

Combo Jacket

Indura® Cloth Jacket

Classic Cloth Jacket

Welding Apparel
Leather Bib/Apron
Combo Sleeves
Classic Cloth Apron
Classic Cloth Sleeves

Date:

Stock No.

231090
231091
231092

213212
273213
273214
273215
273216
213217
273218
273219

247114
247115
247116
241117
247118
247119
247120
247121

231081
231082
231083
231084

258097
258098
258099
258100

244749
244750
244751
244752
244754
244755
244756
244758

231125
231096
247149
247148

Description

Large
X-Large
2X-Large
Small
Medium
Large
X-Large
2X-Large
3X-Large
4X-Large
5X-Large
Small
Medium
Large
X-Large
2X-Large
3X-Large
4X-Large
5X-Large
Medium
Large
X-Large
2X-Large
Medium
Large
X-Large
2X-Large
Small
Medium
Large
X-Large
2X-Large
3X-Large
4X-Large
5X-Large

Distributed by:

© 2019 Miller Electric Mfg. LLC

Total Quoted Price:

Qty. Price

@Millen
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