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The following components make up the Rolling 
Inductor software kit: 
• 1 programming dongle and cable 
• 1 USB mini 5-pin cable 
• 2 programming pods 
• 1 connection pcb # 268275 
• 1 connection cable # 253431 
• 1 power adapter (115V – 5V) 
• 1 battery (not required if using Dongle 2 or Dongle 3 programmer)

Electronic Documents from Extranet or 
Millerwelds.com > Support > Software > ProHeat
• 1 Installation Instructions (266593) 
• Current version software 

(a90 & .fob files)



Replacement Component Specifications

• 115V power adapter (non-CE)
o www.Digikey.com WSU050-3000

• Positive center, Barrel Plug, 2.1mm I.D. x 5.5mm O.D. x 11.0mm

• CE version, it is available from rswww.com part number 7316002
o Non European countries use http://www.rs-components.com/index.html for a local source. 

• These programming pods work great for updating software in many Miller power sources. Additional units can be 
purchased from Kanda: https://www.kanda.com/Keyfob-AVR-Programmers.72.html
o Adapter + 1 Pod – Order Code KF0010V3
o 1 Pod - Order Code KF0020V3
o Adapter + 6 Pods Kit - Order Code KF0040V3

• One connection pcb and cable assembly is required for each pair of pods to connect the pod to the power source 
PCB. 
o 268275 CIRCUIT CARD ASSY,KANDA PROGRAM ADAPTER
o 253431 PLUGS,W/LEADS 

http://www.digikey.com/
http://www.rs-components.com/index.html
https://www.kanda.com/Keyfob-AVR-Programmers.72.html


Download  and Copy  the Firmware Files to 
Computer

• Create a folder on your computer to copy the .a90 and .fob files to.
o Such as – Documents/PH35 Firmware 
o If a folder already exists, delete any previous revision files. 
o You will need to use this directory when programming your AVR Keyfobs

• Download the 4 files from the website and copy them to your created folder 
https://www.millerwelds.com/support/software/proheat-software
o Power Source Control Version 1.27 (most current as of 4/24/25) a90
o Power Source Control Version 1.27 (most current as of 4/24/25) fob
o Operator Interface Version 1.30 (most current as of 4/24/25) a90
o Operator Interface Version 1.30 Version 1.27 (most current as of 4/24/25) fob

https://www.millerwelds.com/support/software/proheat-software


Kanda Programming Software 
Download/Install 

• Download the current version of AVR Handheld USB software from Kanda.
o https://www.kanda.com/software
o Most current AVR Handheld USB download as of 4/24/25                                                       

https://www.kanda.com/dload/soft/124650-9.3.0-AVRHHP-v9.3.0.CD.zip

• Double click the zip file, extract the files, and double click the .exe file to 
start the installation.  We installed on a PC with Windows 11.  if you are 
using 

• Follow the install screens until finished.  No changes are 
required to any of the default settings, so you should be able 
to click the appropriate button on each screen to proceed to 
the next step until finished.  When finished, there should be 
an AVR Handheld Programmer icon on your desktop

https://www.kanda.com/software
https://www.kanda.com/dload/soft/124650-9.3.0-AVRHHP-v9.3.0.CD.zip
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