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TAKE IDLE OFF YOUR TRUCK — 
AND REDUCE DOWNTIME



Take idle off your truck — and reduce downtime.
Fuel system	 Gas: Integrated fuel tank (standard) or plumbed to truck fuel tank (optional) 			
	 Diesel: Plumbed to truck fuel tank

Air compressor 	 30 cfm/175 psi @ 3600 rpm; 20 cfm/150 psi @ 2400 rpm (idle)

Generator 	 Continuous: 6,500 watts; Peak: 8,000 watts; Auxiliary power @ 3600 rpm

Battery charge 	 100 amps — 12/24V; 300 amps — 12/24V (crank assist)

Chassis Power	 Up to 150 amps back to the truck battery

Weld output 	 Stick, DC TIG and MIG 
	 210A @ 3600 rpm; 120A @ 2400 rpm (idle)

Dimensions	 H: 28 in. (711 mm); W: 20 in. (508 mm); D: 47 in. (1,192 mm); 15.2 cu. ft. (0.43 cu. m)

Weight (without fuel)	 Gas: 477 lbs; Diesel: 571 lbs

Remote Panel Weight 	 53 lbs

Engine 	 Gas: Kohler, 2-cylinder, 23 hp; Diesel: Kubota, 3-cylinder, 19 hp

CAN bus	 J1939

Remote panels 	 Main control panel; Weld/battery output panel; 120/240V outlet panel (optional)
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